


Fire Ring Installation Instructions

Natural or LP gas installation

o} Inspect the Burner for any signs of damage or corrosion

o Apply pipe dope or tape to the threads of the plug. Screw plug into the center hub of the Bumer and
tighten. The plug may be installed on either side of the hub to allow the outlet holes to be pointed upward
or downward.

o Apply pipe dope or tape to the threads of the “Vertical” nipple and install into the opposite side of the
hub.
-] Apply pipe dope or tape to the male threads on the other end of the “Vertical” nipple and install an

elbow to that end of the nipple and tighten.

o Apply pipe dope or tape to the male threads of the “Horizontal” nipple and install it into the elbow and
tighten. You may substitute a flexible gas connector for the horizontal nipple.

=] Apply pipe dope or tape to the other male threads of the “Horizontal” nipple and install gas shut off
valve. MAKE CERTAIN ALL CONNECTIONS ARE TIGHT.

For Natural Gas Connection

o Connect incoming gas supply to the gas shut off valve at the Fire Pit. Use pipe dope or tape to all male
pipe threads and tighten. Do not use pipe dope or tape to any flare connections.

o Carefully turn the on/off valve that is supplying the incoming gas to the Fire Pit, do not open the valve
that supplies the gas to the bumer. Use a soap & water solution to test for leaks. DO NOT USE FLAME
TO CHECK FOR LEAKS!!

For LP Gas Connection

o Use only the proper tank with external threads, the tank will be marked “Use with type 17

o Ensure the tank valve is turned off. (

o Attach the LP Regulator to the tank valve (from FPLP Kit) and tighten. Do not use a wrench!! Hand
Tighten only!!

o Apply Pipe dope or tape to one of the ¥ x 1% nipples and mstall it into the other end of the Pressure
Regulator and tighten.

o Apply Pipe dope or tape to the “Horizontal” nipple and attach the 2 x % reducing coupler (from FPLP Kit)
and tighten.

o Apply Pipe dope or tape to the other % x 1% nipple (from FPLP Kit) and install into the % end of the
reducing coupler and tighten.

a Apply Pipe dope or tape to the other % end of the 1% long nipple, install the % female end of the
Air Mixer/Orifice (from FPLP Kit) onto the % nipple and tighten.

o Apply pipe dope or tape to one male end of the %2 close nipple (from FPLP Kit) and install it into the
other female end of the Air Mixer/Orifice and tighten.

o Apply pipe dope or tape to other end of the 2™ close nipple and install the Gas Shut off Valve (from FPLP

Kit) and tighten.
o Apply pipe dope or tape to the %5 pipe threads on the 2 MPT x % Flare fitting (Brass) and install into the
other female end of the Gas Shut off Valve.

o} Check the Quick disconnect hose for any damage (from FPLP Kit). Do not use if there are any signs of
damage.

o Apply pipe dope or tape to the % x 172 nipple installed into the Pressure Regulator and attach the female end
of the quick disconnect valve attached to the 12° Hose Assembly.

o Attach the other end of the 12° Hose Assembly to the ¥ flare fitting that is installed onto the valve.

o Place hose out of the way of any foot traffic.

o Open the tank valve by turning counterclockwise leave the valve at the Fire Pit Off and check all fittings for

leaks using a soap and water solution.

DO NOT USE FLAME TO CHECK FOR LEAKS!!
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